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Title XV: Land Usage 

§ 159.003 DEFINITIONS. 

"STREET." A right-of-way which affords primary means of access by pedestrians 
and motor vehicles to abutting properties; whether designated as a street, avenue, drive, 
lane, court, boulevard, roadway, highway, easement or however otherwise designated. 

"STREET LINE." A line separating an abutting lot, piece or parcel ofland from the 
street. 

"STREET. ARTERIAL." Interregional roads conveying traffic between towns, 
boroughs, and other urban center. Efficient movement is the primary function of arterial 
roads, hence, private access and frontage should be controlled and limited to high-volume 
generators of vehicle trips (See Appendix A. Figure 13 ). 

"STREET. EXPRESSWAYS." Limited access interregional arterial routes 
(superhighways). They are designed exclusively for unrestricted movement, have no 
private access, and intersect only with selected arterial highways or major streets by 
means of inter-changes engineered for free-flowing movement. 

"STREET, INDUSTRIAL/COMMERCIAL." A street serving as principal access to a 
commercial or industrial site. 

"STREET. RESIDENTIAL ACCESS." Its sole purpose is providing frontage for 
service and access to private lots. These streets carry only traffic having either 
destination or origin on the street itself. The elimination of through traffic and the 
geometric design of the street are means to promote safety and to create a desirable 
residential neighborhood. 

"STREET, RESIDENTIAL- COLLECTORS." Streets that conduct and distribute 
traffic between other residential streets of lower order in the streets hierarchy and higher 
order streets or major activity centers. This is the highest order of street appropriate to a 
residential neighborhood and residential frontage/access along it should be prohibited or 
severely restricted (See Appendix A, Figure 13). 

"STREET, RESIDENTIAL - LOCALS." Access streets that provide frontage for 
residential lots and may carry a small amount of residential through traffic collected only 
from tributary residential access streets (See Appendix A, Figure 13). 

"STREETS, RESIDENTIAL - MINORS." A short street, cul-de-sac, or court, whose 
primary function is to conduct traffic to and from dwelling units to other streets within 
the neighborhood (See Appendix A, Figure 13). 
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Appendix H 

Romeoville Traffic Calming Policy and Assessment Form 



Village of Romeoville TRAFFIC CALMING POLICY 

INTRODUCTION 

Traffic calming is the practice of trying to manage speeds and/or volumes of traffic on 
residential streets using one or more approaches: increased police enforcement, 
education, or physical changes to the roadway. Each of these approaches has its 
appropriate application, and combined, they can reduce speeds on neighborhood streets. 

Enforcement 
Increased police enforcement is effective at targeting high speeds during specific times. 
However, the police department does not have sufficient resources to provide continuous 
enforcement over a sustained period in all neighborhoods. Therefore, while speeds are 
rapidly reduced with an officer present, they also return to their previous level when the 
targeted enforcement moves to other areas. The police department does select specific 
streets to enforce each month. 

Education 
Education is the process of making drivers aware of their speeds in relation to the 
neighborhoods they are traveling in. Several programs exist to notify drivers of their 
responsibility to obey traffic laws. One example is the "Share the Road" sign to identify 
that both bicycles and automobiles have rights and responsibilities while using the 
roadway. 

Physical Changes 
To help control excessive speeds or unwanted cut-through traffic, physical modifications 
can be made to a roadway to force cars to slow down, or to deter unnecessary traffic. 
These physical changes can be as simple as on-street parking and planting trees between 
the sidewalk and curb, to constructing speed tables to slow traffic. 

PROGRAM 

1. To initiate an evaluation of the street proposed for traffic calming, a formal 
request is required from the neighborhood association (if one exists) that 
includes the street proposed for traffic calming, or a petition from residents 
along the street proposed for traffic calming. 

2. Evaluation Phase involves the collection of data and applying this information 
to the Traffic Calming Assessment Form 
a. The street considered for traffic calming measures should be a local street. 

Major routes or collector streets shall not be considered. 
b. Traffic volumes on the local street should exceed 300, but be less than 

3,000 vehicles per day. 
c. The measured comfortable speed of drivers (85th percentile) should exceed 

5 mph over the posted speed limit. 



d. Special considerations shall be given for locations where accidents have 
occurred, schools and/or parks are located, and high driveway densities are 
located. 

e. Cost sharing avenues between the Village and the residents will be 
investigated- projects paid for by the residents will be given higher 
sconng. 

f. Enforcement and Education options will be reviewed to ascertain whether 
or not the solution can be attained by not making physical modifications. 

g. Candidate locations must receive a minimum of 30 points to be further 
considered. 

3. The Police Department, Fire Department, and Public Works Department will 
be asked to comment on the proposed street modification. 

4. If the results from the evaluation phase shows that traffic calming measures 
can be implemented safely, the Village will prepare a map of all affected 
parties and the requesting party will be responsible to obtain a supportive 
signature from at least 60% of the affected parties. 

5. Once the above steps have been completed satisfactorily and the proposed 
project is deemed to satisfy the necessary criteria, the project will be included 
in the annual cycle and prioritized by the scoring of the Traffic Calming 
Assessment Form. During the budget process, this priority list, along with the 
cost estimates, will be brought before the Village Board for their decision with 
respect to inclusion in the next fiscal year's budget. 

6. If included in the budget, design and construction will be undertaken in the 
next construction season. 
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VILLAGE OF ROMEOVILLE - Traffic Calming Assessment Form 

Engineer: ___ _ Date: 

Traffic Volume 
Average Daily Traffic (ADT) on the segment of the project street having the highest volume, divided by 100. 
Thirty (30) points maximum score. 

STREET SEGMENT ADT = VEHICLES/DAY ADT ----
SCORE = _ ___;;_O __ 

Speed 
Percentage of vehicles over the speed limit (on the segment of the project street having the highest percentage 
over the limit), divided by 3. Thirty (30) points maximum score. 

POSTED SPEED LIMIT= PERCENTAGE> SPEED LIMIT= - - --
SCORE= 0 ----

Accidents 
Accident rate over 3 consecutive years (accidents per million vehicle miles traveled). Accidents must be 
correctable by the physical devices considered for implementation. Ten (10) points maximum score. 

NUMBER OF CORRECTABLE ACCIDENTS I 3 YRS = _____ STREET SEGMENT 

SEGMENT LENGTH = MILES 0 FEET ---- - ----
STREET SEGMENT ADT = _ ___:.a __ VEHICLES/DAY ADT 

NUMBER OF VEHICLE MILES TRAVELED/ 3 YRS= 0 - ----

SCORE = #DIV/Qt 

Schools 
Five (5) points for each private or public shool on the subject street segment of par of a school's 
marked walking routes. Twenty (20) points maximum score. 

NUMBER OF SCHOOLS ON STREET SEGMENT= 0 

----

NUMBER OF SCHOOL WALKING ROUTES ON OR CROSSING SEGMENT = __ O _ _ 

SCORE= 0 

Other Pedestrian Areas 
Up to five (5) points for each individual pedestrian oriented facility, such as elderly housing or a park on the 
subject street segment. Ten (10) points maximum score. 

NUMBER OF PEDESTRIAN FACILITIES OR PARKS ON STREET= 0 ----
SCORE= 0 

Funding Sources 
Funding can be provided solely by the residents, partially by the residents, or completely by the Village. 
Twenty (20) points maximum score for solely resident funding. 

COST OF TRAFFIC CALMING MEASURE = _$~---

PERCENTAGE PAID FOR BY RESIDENTS= 0% $ -----
PERCENTAGE PAID FOR BY VILLAGE = __ O...;.o/c""'"o __ $ 

SCORE= 0 ----
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Driveway Density 
Density is expressed in terms of number of driveways per mile. Driveways are defined as private accesses to 
the public roadway, serving up to 8 lots. Public roads and private roads are not considered driveways. One point 
per 10 driveways per mile rate. (e.g. a density of 50 driveways per mile would score 5 points). Ten (10) points 
maximum score. 

NUMBER OF DRIVEWAYS ON STREET SEGMENT= 0 

SEGMENT LENGTH = 0 MILES ---- __ ..;;..O __ FEET 

NUMBER OF DRIVEWAYS PER MILE= #DIV/O! 

SCORE = #DIV/O! 

TOT AL SCORE = #DIV/O! 




